AMENDMENT NO. 1 AUGUST 2018 
TO 
IS 12823 : 2015 PRELAMINATED PARTICLE BOARDS 
FROM WOOD AND OTHER LIGNOCELLULOSIC 
MATERIAL — SPECIFICATION 


(First Revision) 


(Page 1, clause 4.3) — Insert the following new clause at the end of the 
clause: 


‘4.4 Each class and grade shall be further sub-classified based on the 
formaldehyde content/emission as Formaldehyde Class, Æ; and Formaldehyde 
Class, E> (see10.15).’ 

(Page 4, clause 10.14) — Insert the following new clause at the end: 
‘10.15 Test for Formaldehyde Content/Emission 
The formaldehyde content/emission, F, of the boards shall be tested in 
accordance with either of the methods given in 10.15.1 and 10.15.2 and shall 


meet the requirements given in 10.15.1 or 10.15.2 as the case may be. 


10.15.1 The formaldehyde content, F. shall meet the following limits in 
accordance with IS 13745: 


a) For formaldehyde class, EF, : F,<8 mg/100 g for oven dry 
board, and 

b) For formaldehyde class, E : 8<F,<30mg/100 g for oven dry 
board 


10.15.2 The steady state formaldehyde emission value, F, shall meet the 
following limits when tested in accordance with IS/ISO 12460-1: 


a) For formaldehyde class, EF, : F.< 0.124 mg/m’, and 
b) For formaldehyde class, E, : F,> 0.124 mg/m?’ 


Amendment No. 1 to IS 12823 : 2015 
[Page 4, clause 12 b)] — Substitute the following for the existing: 
‘b) Grade, type and formaldehyde class of prelaminated particle board;’ 
(PageS, Annex A) — Insert the following new entries: 


IS No. Title 


13745 : 1993 Method for determination of formaldehyde 
content in particle board by extraction method 
called perforator method 


IS/ISO 12460-1 : 2007 Wood based panels — Determination of 
formaldehyde release: Part 1 Formaldehyde 
emission by the 1-cubic-metre chamber method 
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